0402 FIXED ATTENUATOR 100 MW
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Doc# TS11XXF Revision -

ORDERING INFORMATION

PART IDENTIFIER: TS11XXF

dB Value o
SPECIFICATIONS
1. ELECTRICAL:
Nominal Impedance: 50 Q.
Frequency Range: DC -6 GHz.
Power Rating: 0.1 Watts.
Attenuation Values Available: 0.0,1.0, 2.0, & 3.0 dB.
Attenuation Accuracy: +0.30 dB.
VSWR: 1.40:1 Max for 0 & 1 dB.

2.00:1 Max for 2 & 3 dB.

2. ENVIRONMENTAL:
Operating Temperature: -55°C to +150°C.

3. PACKAGING:

Standard Packaging: Tape and Reel.
100%
4. MECHANICAL:
Substrate Material: Alumina. RATED
Resistive Element: Thick Film. pOower 90%| SAFE OPERATING AREA
Conductor: Thin Film Pt-Au.
Metric Dimensions: Provided for reference only. 0
-55 0 75 100 125 150
TEMPERATURE IN °C
0.015
0.045 [0.37 mm]
[1.13 mm]
0.025 0.018
[0.62 mm] [0.46 mm]
0.008
[0.20 mm]
Unless Otherwise Specified: TOLERANCE: X.XXX =+ 0.005.
Note: Specifications are subject to change without notice.
AMERICAS EUROPE ASIA
Sales: Focom.uscsr@smithsinterconnect.com Sales: Focom.emeacsr@smithsinterconnect.com Sales: Focom.asiacsr@smithsinterconnect.com

Technical Support: Focom.techsupport@smithsinterconncet.com Technical Support: Focom.techsupport@smithsinterconncet.com Technical Support: Focom.techsupport@smithsinterconncet.com
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