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TITLE

REFERENCE / MACOLA NO. / PART NO.

 
MATERIAL

24602
EMC CAGE CODE

2Y194
RF CAGE CODE PLOT SCALE

-

SHEET

1 OF 1 -

DRAWING NUMBER

INC.INC.

-

FINISH

83-2004-30.00

ATTENUATOR, CHIP,
100 WATT, 30.00 dB

± 0.01
± 0.010

± 0.0005
± 1/16

± 5°

C 7/3/13 TS 13-2098

REVISION
REV DATE BY EN NUMBER

0.090
[2.29 mm]

MAX

 0.0035
0.0025

 0.09
0.06 mm[ ]

2X  

0.040
[1.02 mm]

0.250
[6.35 mm]

2X

   MIN

 0.061
0.057

 1.55
1.45 mm[ ]

2X  

0.375
[9.53 mm]

0.375
[9.53 mm]

EDD

MATERIALS:
    SUBSTRATE: BERYLLIUM OXIDE
    COVER: ALUMINA
    TAB: BERYLLIUM COPPER PER ASTM B194
    RESISTIVE FILM: NICHROME
FINISH:
    TAB: TIN LEAD PLATED
ELECTRICAL:
    NOMINAL IMPEDANCE:  50 OHMS
    FREQUENCY RANGE:  DC - 2.0 GHz
    TEMPERATURE COEFFICIENT: ± 200 PPM/°C MAX
    OPERATING TEMPERATURE:  -55°C TO 150°C
    VSWR (MAX):  1.18:1  DC - 1.0 GHz
                          1.45:1   1.0 - 2.0 GHz
    INPUT POWER: 100 WATTS
    ATTENUATION STABILITY: .0001 dB/dB/°C
    ATTENUATION ACCURACY: 30 ± 1dB 
 


